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MONITOR 7”
for Bus, Motorhome, Mini & Midibus

OPTIONAL

sunvisor

ACCESSORIES

in dash adapter stand alone Bracket u-shape Bracket extention caBle

AvAilAble in different lengthS

6m - 8m - 10m - 15m - 20m - 30m

remote control

MONITORS Latest Technology
in the driving assistance field

better viSibility
BETTER SAfETy

MONITOR 5”
for Bus, Motorhome, Mini & Midibus

TECHNICAL SPECIfICATION
 » Vibration proof
 » PAL/NSTC (Auto) System
 » Sunlight resistance glass
 » OSD Menu
 » Optional Parking Lines
 » Voltage DC12V-DC32V
 » Resolution 800x480 Pixel
 » 2 AV Inputs & 2 Trigger wires or 4 AV Inputs & 4 Trigger Wires
 » QUAD Function
 » Operating temperature:  -20ºC to 70ºC
 » Dimensions 177x122x26 mm

sunvisorstand alone Bracket u-shape Bracket

OPTIONAL

extention caBle

AVAILAbLe IN DIFFeReNT LeNgThS
6m - 8m - 10m - 15m - 20m - 30m

remote control

New

ACCESSORIES

New

caMeRaS & MONITORS
for Bus, Motorhome, Mini & Midibus

 »  vibration proof
 »  PAl/nStc (Auto) System
 »  Sunlight resistance glass
 »  OSd Menu
 »  Optional Parking lines
 »  voltage dc12v-dc32v
 »  resolution 800x480 Pixel
 »  3 Av inputs & 2 trigger wires
 »  Operating temperature:  -20ºc to 70ºc
 »  dimensions 132x95x25 mm

TECHNICAL SPECIfICATION
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 » reference 52 72 108
Monitor 5” 3 cAM 2 trigger 4Pin

 » reference 52 72 102/2
Monitor 7” 4 cAM 4Pin

 » reference 52 72 105/3
Monitor 7” 2 cAM 4Pin



MODeL PLACe FUNCTION ANgLe SeNSOR X y Z
c 3 - - - - - - OP OP - 0,3 lUX 120 cMOS 22,8 18,5 30
c-45h 3 - - - - - - OP OP - 0,3 lUX 170 cMOS 32,5 29,5 28
c-45v 3 - - - - - - OP OP - 0,3 lUX 170 cMOS 32,5 29,5 28
c-S 3 3 3 - - - - OP OP - 0,3 lUX 170 cMOS 42,5 34 24

c-eb
3 3 3 3 3 3 3 OP OP - 0,3 lUX 170 cMOS 31,8 27,8 23,3
3 3 3 3 3 3 3 OP OP - 0,3 lUX 150 cMOS 29,9 24,8 20,8

c-ir 3 - - - - - - 3 3 3 0 lUX 120 ccd 81 98 70,5

c-tWin
3 - - - - - - - OP 3 0 lUX 150 ccd 138 101 91
3 - - - - - - - OP - 0,3 lUX 53 ccd 138 101 91
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caMeRaS
We are focused to get the better visibility to provide the better safety to our drivers. Suitable for Bus, Coach, 
Motorhome, Mini and Midibus, our cameras allow to handle and drive in difficult situations where visibility is limited. 

equipped with monitor systems, this provides a very useful and reliable tool for the driving assistance. 

There is nothing hidden 

CAMeRA MOD c
 » reference 52 71 900

cAMerA 120º PArking lineS 4Pin

CAMeRA MOD c-S
 » reference 52 71 908  

cAMerA With hOUSing 170º 4Pin

CAMeRA MOD c-45H
 » reference 52 71 901

cAMerA 170º PArking lineS 45º 4Pin

CAMeRA MOD c-IR
 » reference 52 71 909 

cAMerA 120º ir. 4Pin
night vision 

CAMeRA MOD c-eB150
 » reference 52 71 904 

cAMerA 150º eyebAll 4Pin 
 » reference 52 71 905 

cAMerA 150º PArking lineS eyebAll 4Pin
 » reference 52 71 907 

cAMerA 150º MirrOr eyebAll 4Pin

CAMeRA MOD c-45V
 » reference 52 71 911

cAMerA 170º PArking lineS 45º 4Pin 
invert.

CAMeRA MOD c-TwIN
 » reference 52 71 912 

cAMerA tWin 150ª and 53ª cAM 
AUtOShUtter 8PinS
night vision

CAMeRA MOD c-eB170
 » reference 52 71 906

cAMerA 170º eyebAll 4Pin

 » external camera for bus, Motorhome, Mini and Midibus
 » cMOS Sensor or night vision
 » Operating temperature between -30ªc and 60ªc
 » vibration proof
 » PAl system
 » Waterproof iP67
 » Sunlight resistance glass

 » Parking lines and Mirror images available
 » voltage dc 12v
 » resolution: 712 x 486p
 » Approvals: S-e-02.6485 and e9-10r-04.6860
 » rohS & reAch compliance
 » 2 years limited warranty

GENERAL TECHNICAL SPECIfICATION

latest technology
in the driving assistance field


